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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Panel Plate

Procedure Illustration

4) Remove the front right panel screws (2).
Next, remove the front right panel. 

5) Remove the front panel screws (9). 
Next, remove the front panel.

Front Panel

Front Right Panel
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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Panel Plate

Procedure Illustration

6) Remove the water collecting cover
screws (2) and then remove the water 
collecting cover.

7) Remove the rear screen screws (2).
Next, remove the rear net.

Water Collecting Cover
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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Panel Plate

Procedure Illustration

8) Remove the right panel screws (8).
Next, remove the right panel.

Right Panel
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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Electrical Parts / PCB Board
NOTE: Remove the panel plate. Refer to the Panel Plate removal steps before disassembling electrical parts. 

NOTE: This section is for reference only. The actual unit’s appearance may differ.

Procedure Illustration

1) Release the hooks and open the 
electronic control box cover (4 hooks).

2) Disconnect the connector for the 
outdoor DC fan from the electronic
control board.

3) Remove the compressor connector.

4) Remove the two blue wires connected 
to the four way valve. 

5) Remove the connectors of the
condenser coil temp. sensor(T3),
outdoor ambient temp. sensor(T4) and 
discharge temp. sensor(TP).

6) Disconnect the electronic expansion 
valve wire.

7) Disconnect the communication 
wire indoor PCB.

8) Disconnect the PFC inductor.

9) Remove the electronic control box. 
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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Fan Disassembly
NOTE: Remove the panel plate and the connection of fan motor on PCB (refer to Panel Plate and Electrical Parts) before

disassembling the fan motor.

noitartsullIerudecorP

1) Remove the nut securing the fan
with a spanner.

2) Remove the fan.

D-cut

3) Remove the fan motor screws (4).

4) Remove the fan motor.

Fan Motor
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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Sound Blanket

NOTE: Remove the panel plate, electrical parts, and fan assembly (refer to Panel Plate, Electrical parts, Fan assembly) 
before disassembling the sound blanket.

Recover refrigerant from the refrigerant circuit before removing the
compressor.

WARNING

noitartsullIerudecorP

1) Remove the sound blanket (side and 
top).

Sound Blanket (side)

Sound Blanket (top)
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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Four-way valve
NOTE: Remove the panel plate, electrical parts, and fan assembly (refer to Panel plate, Electrical parts, and Fan 

assembly) before disassembling the four-way valve.

noitartsullIerudecorP

1) Heat up the brazed parts then detach the 
four-way valve and the pipe.

2) Remove the four-way valve assembly with 
pliers.
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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Compressor

NOTE: Remove the panel plate, electrical parts, and fan assembly (refer to Panel plate, Electrical parts, and Fan 
assembly) before disassembling compressor.

Recover refrigerant from the refrigerant circuit before removing the
compressor.

WARNING

noitartsullIerudecorP

1) Remove the terminal cover flange nut and
the terminal cover.

2) Disconnect the connectors.

Terminal Cover
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Outdoor Unit Sizes 18K-24K (208-230V) (continued)
Compressor

noitartsullIerudecorP

3) Remove the hex nuts and washers securing 
the compressor, located on the bottom 
plate.

4) Heat up the brazed parts then remove 
the discharge pipe and the suction pipe. 

5) Lift the compressor from the base pan 
assembly with pliers.

Discharge Pipe

Suction Pipe
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APPENDICES

Appendix 1

Table 28 — Temperature Sensor Resistance Value Table for T1, T2, T3, T4 (C--K)
°C °F K OHM °C °F K OHM °C °F K OHM °C ° F K OHM

-20 -4 115.266 20 68 12.6431 60 140 2.35774 100 212 0.62973

-19 -2 108.146 21 70 12.0561 61 142 2.27249 101 214 0.61148

-18 0 101.517 22 72 11.5 62 144 2.19073 102 216 0.59386

-17 1 96.3423 23 73 10.9731 63 145 2.11241 103 217 0.57683

-16 3 89.5865 24 75 10.4736 64 147 2.03732 104 219 0.56038

-15 5 84.219 25 77 10 65 149 1.96532 105 221 0.54448

-14 7 79.311 26 79 9.55074 66 151 1.89627 106 223 0.52912

-13 9 74.536 27 81 9.12445 67 153 1.83003 107 225 0.51426

-12 10 70.1698 28 82 8.71983 68 154 1.76647 108 226 0.49989

-11 12 66.0898 29 84 8.33566 69 156 1.70547 109 228 0.486

-10 14 62.2756 30 86 7.97078 70 158 1.64691 110 230 0.47256

-9 16 58.7079 31 88 7.62411 71 160 1.59068 111 232 0.45957

-8 18 56.3694 32 90 7.29464 72 162 1.53668 112 234 0.44699

-7 19 52.2438 33 91 6.98142 73 163 1.48481 113 235 0.43482

-6 21 49.3161 34 93 6.68355 74 165 1.43498 114 237 0.42304

-5 23 46.5725 35 95 6.40021 75 167 1.38703 115 239 0.41164

-4 25 44 36 97 6.13059 76 169 1.34105 116 241 0.4006

-3 27 41.5878 37 99 5.87359 77 171 1.29078 117 243 0.38991

-2 28 39.8239 38 100 5.62961 78 172 1.25423 118 244 0.37956

-1 30 37.1988 39 102 5.39689 79 174 1.2133 119 246 0.36954

0 32 35.2024 40 104 5.17519 80 176 1.17393 120 248 0.35982

1 34 33.3269 41 106 4.96392 81 178 1.13604 121 250 0.35042

2 36 31.5635 42 108 4.76253 82 180 1.09958 122 252 0.3413

3 37 29.9058 43 109 4.5705 83 181 1.06448 123 253 0.33246

4 39 28.3459 44 111 4.38736 84 183 1.03069 124 255 0.3239

5 41 26.8778 45 113 4.21263 85 185 0.99815 125 257 0.31559

6 43 25.4954 46 115 4.04589 86 187 0.96681 126 259 0.30754

7 45 24.1932 47 117 3.88673 87 189 0.93662 127 261 0.29974

8 46 22.5662 48 118 3.73476 88 190 0.90753 128 262 0.29216

9 48 21.8094 49 120 3.58962 89 192 0.8795 129 264 0.28482

10 50 20.7184 50 122 3.45097 90 194 0.85248 130 266 0.2777

11 52 19.6891 51 124 3.31847 91 196 0.82643 131 268 0.27078

12 54 18.7177 52 126 3.19183 92 198 0.80132 132 270 0.26408

13 55 17.8005 53 127 3.07075 93 199 0.77709 133 271 0.25757

14 57 16.9341 54 129 2.95896 94 201 0.75373 134 273 0.25125

15 59 16.1156 55 131 2.84421 95 203 0.73119 135 275 0.24512

16 61 15.3418 56 133 2.73823 96 205 0.70944 136 277 0.23916

17 63 14.6181 57 135 2.63682 97 207 0.68844 137 279 0.23338

18 64 13.918 58 136 2.53973 98 208 0.66818 138 280 0.22776

19 66 13.2631 59 138 2.44677 99 210 0.64862 139 282 0.22231
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Appendix 2

Table 29 — Temperature Sensor Resistance Value Table for TP (T5)
° C ° F K OHM ° C ° F K OHM ° C ° F K OHM ° C ° F K OHM

-20 -4 542.7 20 68 68.66 60 140 13.59 100 212 3.702

-19 -2 511.9 21 70 65.62 61 142 13.11 101 214 3.595

-18 0 483 22 72 62.73 62 144 12.65 102 216 3.492

-17 1 455.9 23 73 59.98 63 145 12.21 103 217 3.392

-16 3 430.5 24 75 57.37 64 147 11.79 104 219 3.296

-15 5 406.7 25 77 54.89 65 149 11.38 105 221 3.203

-14 7 384.3 26 79 52.53 66 151 10.99 106 223 3.113

-13 9 363.3 27 81 50.28 67 153 10.61 107 225 3.025

-12 10 343.6 28 82 48.14 68 154 10.25 108 226 2.941

-11 12 325.1 29 84 46.11 69 156 9.902 109 228 2.86

-10 14 307.7 30 86 44.17 70 158 9.569 110 230 2.781

-9 16 291.3 31 88 42.33 71 160 9.248 111 232 2.704

-8 18 275.9 32 90 40.57 72 162 8.94 112 234 2.63

-7 19 261.4 33 91 38.89 73 163 8.643 113 235 2.559

-6 21 247.8 34 93 37.3 74 165 8.358 114 237 2.489

-5 23 234.9 35 95 35.78 75 167 8.084 115 239 2.422

-4 25 222.8 36 97 34.32 76 169 7.82 116 241 2.357

-3 27 211.4 37 99 32.94 77 171 7.566 117 243 2.294

-2 28 200.7 38 100 31.62 78 172 7.321 118 244 2.233

-1 30 190.5 39 102 30.36 79 174 7.086 119 246 2.174

0 32 180.9 40 104 29.15 80 176 6.859 120 248 2.117

1 34 171.9 41 106 28 81 178 6.641 121 250 2.061

2 36 163.3 42 108 26.9 82 180 6.43 122 252 2.007

3 37 155.2 43 109 25.86 83 181 6.228 123 253 1.955

4 39 147.6 44 111 24.85 84 183 6.033 124 255 1.905

5 41 140.4 45 113 23.89 85 185 5.844 125 257 1.856

6 43 133.5 46 115 22.89 86 187 5.663 126 259 1.808

7 45 127.1 47 117 22.1 87 189 5.488 127 261 1.762

8 46 121 48 118 21.26 88 190 5.32 128 262 1.717

9 48 115.2 49 120 20.46 89 192 5.157 129 264 1.674

10 50 109.8 50 122 19.69 90 194 5 130 266 1.632

11 52 104.6 51 124 18.96 91 196 4.849

12 54 99.69 52 126 18.26 92 198 4.703

13 55 95.05 53 127 17.58 93 199 4.562

14 57 90.66 54 129 16.94 94 201 4.426

15 59 86.49 55 131 16.32 95 203 4.294

16 61 82.54 56 133 15.73 96 205 4.167

17 63 78.79 57 135 15.16 97 207 4.045

18 64 75.24 58 136 14.62 98 208 3.927

19 66 71.86 59 138 14.09 99 210 3.812
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Appendix 3
Table 30 — Appendix 3 Celsius - Fahrenheit

° C ° F ° C ° F ° C ° F ° C ° F ° C ° F

-5 23 21 69.8 51 123.8 82 179.6 113 235.4

-4 24.8 22 71.6 52 125.6 83 181.4 114 237.2

-3 26.6 23 73.4 53 127.4 84 183.2 115 239

-2 28.4 24 75.2 54 129.2 85 185 116 240.8

-1 30.2 25 77 55 131 86 186.8 117 242.6

0 32 25.5 77.9 56 132.8 87 188.6 118 244.4

0.5 32.9 26 78.8 57 134.6 88 190.4 119 246.2

1 33.8 27 80.6 58 136.4 89 192.2 120 248

1.5 34.7 28 82.4 59 138.2 90 194 121 249.8

2 35.6 29 84.2 60 140 91 195.8 122 251.6

2.5 36.5 30 86 61 141.8 92 197.6 123 253.4

3 37.4 31 87.8 62 143.6 93 199.4 124 255.2

3.5 38.3 32 89.6 63 145.4 94 201.2 125 257

4 39.2 33 91.4 64 147.2 95 203 126 258.8

4.5 40.1 34 93.2 65 149 96 204.8 127 260.6

5 41 35 95 66 150.8 97 206.6 128 262.4

6 42.8 36 96.8 67 152.6 98 208.4 129 264.2

7 44.6 37 98.6 68 154.4 99 210.2 130 266

8 46.4 38 100.4 69 156.2 100 212 131 267.8

9 48.2 39 102.2 70 158 101 213.8 132 269.6

10 50 40 104 71 159.8 102 215.6 133 271.4

11 51.8 41 105.8 72 161.6 103 217.4 134 273.2

12 53.6 42 107.6 73 163.4 104 219.2 135 275

13 55.4 43 109.4 74 165.2 105 221 136 276.8

14 57.2 44 111.2 75 167 106 222.8 137 278.6

15 59 45 113 76 168.8 107 224.6 138 280.4

16 60.8 46 114.8 77 170.6 108 226.4 139 282.2

17 62.6 47 116.6 78 172.4 109 228.2 140 284

18 64.4 48 118.4 79 174.2 110 230 141 285.8

19 66.2 49 120.2 80 176 111 231.8 142 287.6

20 68 50 122 81 177.8 112 233.6 143 289.4


